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SIF – Solid Interceptors 

 

 

 

Solids Interceptors are 

required anywhere that 

heavy and suspended 

solids may be introduced 

to the public sewer system 

in applications such as: 

barber shops, dentist 

offices, salons, artist 

studios, laundry facilities, 

machine shops, food 

waste, parking lots, car 

washes, food processing, 

livestock and agricultural 

drainage. These wastes 

must be separated prior to 

entering the public sewer 

system.

Specifications 

1. Ø50 or Ø63 plain end inlet and outlet 

connections. 

2. Liquid capacity: 1,9 Liter (1/2 Gallon). 

3. Unit weight: 1,7 Kilogram (4 Pounds) 

4. Max. operating temperature: 85° C continuous.  

 

 

Notes 

1. For gravity drainage applications only. Do not 

use for pressure applications. 

2. 100% corrosion proof seamless polyethylene 

construction. 

3. Removable stainless steel debris basket with 

Ø3mm diameter perforations. 

4. Built-in sewer gas trap.

 

Installation  

1. Install Hair and Lint Interceptor as close to fixture as possible. 

2. Solid interceptors are supplied with plain end connections. Use flexible rubber couplings to attach to piping. 

3. Connect inlet and outlet piping. In some areas, Solid Interceptors may also serve fonction of the sewer gas 

trap (check with local codes for trap and vent requirements). 

4. After piping is installed, inspect all pipe joints to ensure there are no leaks. 

5. Ensure Stainless Steel Debris Container is placed correctly.  Opening in debris container should up with inlet 

connection. 

6. Replace cover and gasket. 

7. Unit is now ready for operation. 
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Operations & Maintenance 

Regular inspection and maintenance is essential to keep Hair and 

Lint Inspector in peak working order. 

1. Remove Threaded access cover 

2. Carefully remove Stainless Steel Debris Container. Do not 

allow hair, lint or debris back into plumbing system. 

3. Clean Debris Container. 

4. Clean main body. Make sure to remove accumulated water 

and fine debris than may have accumulated at bottom of 

interceptor. 

5. Replace debris container. Make sure opening ing debris 

Container matches up with inlet connection. 

6. Inspect gasket for any rips or tears. replace if necessary. 

7. Replace threaded access cover and tingten. 

8. Properly dispose of collected material. 

 

Maintenance Frequency 

Based upon all the variables, every Hair and Lint Interceptor will 

have its own maintenance schedule. A hair and lint interceptor may 

have to be cleaned daily, wekly or monthly. 

1. After in interceptor is installed, the unit schould be 

inspected every two weeks for accumulation. 

2. When accumulation is observed and the unit requires 

cleaning, it schould be noted on a maintenance schedule 

and cleaning cycle established. 

3. Hair and Lint Interceptors schould always cleaned after 

unusually heavy use periods, even though the refular 

cleaning cycle has not expired. 

 

 

 

 

 

Warranty 

 

 The tank is guaranteed for 2 years against material and manufacturing defects. 

 Impact and damage due to improper installation is not covered under warranty. 

 


